
 

AU - 1005 C TENSILE STRENTH 
TESTER (Microprocessor Based) 

 

 

The Electronic Tensile Tester Vertical Model, 
Microprocessor Based provides rapid and 
efficientdetermination of tensile strength, index, stretch 
and tensile energy absorption of paper and paperboard.  
 
Provided on request :- Special dedicated window based 
software for interfacing main unit with computer and printer, 
for computer based control, data collection and data analysis 
for arithmetic mean, max, minimum, standard coefficient of 
variation (CV), maximum / minimum of series, peak value, 
and TEA (Tensile Energy Absorption). The easy selection of 
unit either Kgf , Pounds, Newton , kN and graphical 
presentation of test series with real time graph.  

o Standard model : 0-50 Kgf. or 500 N.  

• Available in other load range : 
 
i. 0-100 Kgf. Or 1000 N  
ii. 0-1000 Kgf. Or 10000 N 

SPECIFICATIONS 

Measuring Results 

: Individual results of Tensile 
  Strength, Stretch, TEA, 
  Tensile Stiffness, Breaking 
  Length, Breaking time 
  Mean Value, Standard Deviation, 

Measuring Range 

: Stretch at break 0 - 70% 
  at clamping length 100 mm 
  and 0-50% at clamping 
  length, 180mm 

Clamps : 15mm or 25mm 

Clamping Length : Selected 

Pulling Speed : Variable 

Accuracy 
: ± 1% of reading down to 
  10% of the load cell capacity 

Resolutions 
: 0.025% of nominal load 
  cell range and 0.1mm in 
  elongation measurement 

Computer Output 

: 1. RS 232C. & Printer port 
  Model C2 interface with pc 
  having a specification a 
  pentium & speciallay 
  developed software 

Power Supply : 1-Phase 

Option 
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i. Load Cell 
: 0 - 500 N/ 50 Kg. 
  0 - 1000 N/ 100 Kg. 

ii. Clamps : 50 mm 

iii. Pneumatic Clamping 
system 

  

iv. Finch  
device 

 for wet tensile test. 

  

v. Precision test strip 
cutter for cutting width 
15 mm. 

  

vi. Calibrated check 
weights, Foot Switch 

  

Applicable Standards 

ISO 1924/2, SCAN P38, 

SCAN P123 (Proposed), TAPPI T 494, 

APPITA/AS 1301.448, BS 4415, CPPA D.34, 

DIN 533112, TEIL 1 

  Shipping Data Ordering Data 

  Net Weight Model No. 

  Gross weight Voltage 

  Dimension Frequency 

Changes: 
UEC products undergo continuous development. The technical data in this catalogue is therefore subject to change 
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