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A basic stand-alone model can be easily upgraded “in-the-fi eld” to accommodate 

changing needs. Remote confi guration, data acquisition and single point monitoring 

of multiple links are all possible with the hardwired or radio communication options 

available with the EDXtreme. An RS-232 interface is standard on both the EDXtreme and 

Communicator for connection to a host PC.

Typical Con: gurations

1. Stand-alone EDX for direct measurement applications.

2. Single network with one EDX radio dynamometer and Communicator.

3. Single network with multiple EDX dynamometers and one Communicator. The 

Communicator monitors the load at each scale, plus the total weight..

4. Single network with two, three or four Communicators.

5. Multiple networks with multiple EDX dynamometers and Communicators.

Communications unlock the full potential of the EDXtreme

One of the foremost reasons for choosing an electronic dynamometer is added 

functionality. The radio or hardwired options available with the EDXtreme off er the 

convenience and safety of remote operation. Additionally, data from the dynamometer(s) 

can be downloaded to a PC via an RS-232 connection for compilation and analysis or to 

generate hard-copy printouts.

Remote control and radio communications are not new to the Dillon product line. In fact, 

it is the depth of Dillon’s experience in this area that led to meaningful innovations in the 

design of the EDXtreme and its optional remote Communicator.

Improved radio performance

Unlike the many products on the market today, the EDXtreme radio dynamometer utilizes 

leading-edge 2.4Ghz radio frequency technology to eliminate common interference 

issues. This spread spectrum technology will establish and maintain the strongest, most 

reliable communications.

Dynamic monitoring and control

The optional Communicator is an extremely powerful hand-held remote that can defi ne 

the function and manage the operation of one or more EDXtreme dynamometers using 

wired or radio technologies. Through the programmable SOFTKEY interface, one or 

more Communicators can monitor multiple dynamometers within the same airspace. In 

multiple-link lifting arrays, the Communicator can display readings at any or all lift points 

and calculate the total load.
Options

Printer, remote display
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